



































pavement structure) that may cause potential safety problems with the
addition of project traffic.

TABLE 1

SIGNALIZED INTERSECTION THRESHOLDS OF SIGNIFICANCE
FOR TRAFFIC IMPACT STUDIES

THRESHOLD CRITERIA | GUIDELINES BASED ON PROJECTED TRIPS
GENERATED FROM PROJECT
Pre-Project PROJECT PEAK
LEVEL OF PER LANE PEAK HOUR | TOTAL PROJECT PEAK HOURS TRIPS
SERVICE TRIPS ADDED TO HOUR TRIP ENTERING A
(LOS) CRITICAL MOVEMENTS GENERATION CRITICAL
INTERSECTION
C >45 150-540 90-180
D >15 50-180 30-60
E >10 30-120 20-40
F >5 15-60 10-20
4. The addition of project plus cumulative traffic to a signalized intersection

increases the volume to capacity (V/C) ratio by the V/C threshold in Table
1.

If the above thresholds are exceeded, the Developer may be required to
construct improvements or implement other methods to reduce the level of
impact to insignificance. The thresholds of significance identified above
assume full contribution to the Traffic Mitigation Fee Fund.

B, The addition of project, or project plus cumulative, traffic to an
unsignalized intersection increases the level of service to an unacceptable
level. The Highway Capacity Manual shall determine level of Service at
unsignalized intersections.

Revisions to Traffic Study

Revisions to the traffic study must be provided, as required by the City. The City will
determine whether revisions are necessary. The need for revisions will be based on the
completeness of the traffic study, the accuracy of the data, the thoroughness of the
impact evaluation, the compatibility of the study with the proposed access and
development plan, and other considerations.

Executive Summary

The Executive Summary of the report must be a clear, concise description of the study
findings. It is anticipated that the report’s final chapter will serve as an executive
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summary at the front of the Final full report. It must include a general description of all
data, project scope and purpose, findings, conclusions, mitigation measures, and
recommendations. Mitigation Measures shall be identified by bullet line items other
prominent pagination.

Technical publications, calculations, documentation, data reporting, and detail design
must not be included in this section. The Executive Summary should be no longer than
one page, complete in itself, and not dependent on supplementary data included by
reference.

Technical Requirements of Final Report

The Final Report must also meet the following requirements:

a. Computerized Analysis

All computerized analysis output sheets and supporting raw count data, both
ADT and turning movement, and intersection delay data must be submitted with
draft reports for review. All assumptions used in the calculations must be
referenced to the appropriate table, chart or page in the approved publication
(e.q., V/C ratios, operating speeds, etc.). Calculations must be comprehensive
and presented in a clear manner.

b. Graphics

All maps and graphics involving improvements must be drawn to scale with
roadway geometrics appropriately dimensioned (e.g., street width, lane widths,
etc.). Intersection geometrics must include bus stops, parking areas, pedestrian
crossings, driveway locations, etc.

C. Pass-by Factors

Pass-by factors are to be used to reduce the estimated additional total daily
traffic to street(s) serving a proposed development. They are not to be applied
directly to reduce trip generation and turning movement volumes at driveways
serving the proposed development.
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TABLE 2: PASS-BY FACTORS

PASS-BY

LAND USE COMPONENT
AM. P.M.
Bank/S&L 10.0% 15.0%
Regional Shopping Center 20.0% 30.0%
Grocery Store/Community Shopping 30.0% 30.0%
Strip Commercial 20.0% 20.0%
Neighborhood/Convenience Center 60.0% 60.0%
Fast Food Restaurant w/drive thru 45.0% 50.0%
Gas Station/Service Station 60.0% 50.0%
High turnover sit-down restaurant 40.0% 40.0%

e. Raw Count Data

All raw traffic count data (including average daily volume and peak hour turning
movement) and analysis work sheets must be provided in the Appendices of the

report. Computer printouts may be used as part of the report.

Deliverables

Three copies of the staff review draft technical report and the corresponding draft
Executive Summary must be submitted for City review to the Deputy Director of Public

Works.

Unless approved otherwise, three copies of the proposed final technical report,
including the final Executive Summary, must be submitted to the Department of Public
Works for final review and approval. Reports must be bound on the left-hand edge, 8-
1/2” x 11” format, printed on one side. Maps may be no larger than an 11 x 17” foldout.

Upon final approval of the report, the consultant shall submit eight copies of the final
Traffic Study and all pertinent digital files, if any, to the City for inclusion in the

processing of the land development project.

G:\Transportation\Transp. Dev. Review\TISGuidelines.doc
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City Critical List of Intersections
(Forthcoming)

Annual Traffic Report: Report Technical Appendix
(Forthcoming)
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